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§ 46.15–5 Engineering requirements.
(a) Bilge and ballast systems, piping,

inlets and discharges, ash chutes,
astern power, and auxiliary steering
shall be in accordance with the provi-
sions of subchapter F (Marine Engi-
neering) of this chapter.

§ 46.15–10 Subdivision load lines.
(a) Subdivision load lines shall be lo-

cated by measuring vertically down
from the deck line required by part 42
of this subchapter.

(b) The length, width, and manner of
marking the lines shall be as provided
in subpart 42.13 of this subchapter.

(c) No subdivision load line is to be
placed so that the freeboard is reduced
from that determined by the highest
seasonal mark permitted by part 42.

(d) When the highest subdivision load
line is located on a vessel used as a pas-
senger vessel in a position between the
highest and lowest seasonal load line
marks, the seasonal load line marks
above the subdivision load line will be
omitted and those below will be
marked.

(e) When the freeboard from the high-
est subdivision load line on a vessel
used as a passenger vessel is greater
than the freeboard from the lowest
load line permitted by part 42 of this
subchapter, the load lines required by
part 42 of this subchapter shall be
omitted and the disk with its hori-
zontal line located in line with the
highest subdivision load line.

(f) One fresh water line shall be
marked. When a subdivision and a nor-
mal load line are combined, the normal
fresh water line only shall be used un-
less the position of the subdivision load
line is such that confusion will result,
in which case a subdivision fresh water
line may be used, marked FC1 and the
normal fresh water line omitted.

(g) Subdivision load lines shall be aft
of the vertical line. The vertical line
shall be extended as necessary to con-
nect the lowest and highest load lines
marked on the vessel.

(h) When a vessel has spaces used for
cargo and passengers alternatively so
that the position of the subdivision
load line varies with the service, sub-
division load lines for the principal
passenger condition shall be marked
and denoted by C1 and the alternative

conditions marked and denoted by C2,
C3, etc. The position of each load line
and the conditions under which a par-
ticular load line is applicable shall be
noted in the certificate.

(i) The principal passenger condition
for a vessel having spaces used for pas-
sengers and cargo alternatively is the
condition where only those spaces ap-
propriated exclusively to passengers
are taken into consideration for deter-
mination of the subdivision load line.

(j) For Great Lakes vessels, ref-
erences to part 42 shall read part 45 and
a ‘‘diamond’’ shall be substituted for
the ‘‘disk’’. No ‘‘fresh water’’ line will
be marked.

[CGFR 65–50, 30 FR 16769, Dec. 30, 1965, as
amended by CGFR 68–60, 33 FR 10077, July 12,
1968]
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Subpart A—General

§ 47.100 Purpose.
(a) The purpose of the regulations in

this part is to set forth simplified al-
ternative marking schemes for those
vessels operating in more than one
service. Operating requirements for a
given vessel could vary depending on
the service, the season of the year, sta-
bility requirements, manning require-
ments and tonnage requirements. The
conditions of assignment, restrictions
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applicable, form of the certificate and
the load line marks are described.

§ 47.110 Definitions used in this part.
(a) International service means:
(1) A voyage by sea between a port

under the jurisdiction of the United
States and a port of a foreign country,
its colonies, territories, or protector-
ates, or conversely (a voyage exclu-
sively on the Great Lakes is excepted);
or

(2) A voyage that proceeds beyond 20
nautical miles from the territorial sea
baseline.

(b) Great Lakes service means a voyage
from a United States port or place on
the Great Lakes to another United
States port or place on the Great
Lakes or to a Canadian port or place on
the Great Lakes, or conversely. In con-
currence with related Canadian regula-
tions, the waters of the St. Lawrence
River west of a rhumb line drawn from
Cap de Rosiers to West Point, Anticosti
Island, and west of a line along 63° W.
Longitude from Anticosti Island to the
north shore of the St. Lawrence River
shall be considered as part of the Great
Lakes. In addition, the Victoria Bridge,
Montreal, Canada, is the dividing line
between fresh water and salt water in
the St. Lawrence River.

Subparts B—E [Reserved]

Subpart F—International and
Great Lakes Service; Stability
Limited Deck Cargo Barges

§ 47.600 Description of service.
This subpart applies to deck cargo

barges operating in International and
Great Lakes service and meeting the
conditions of assignment in § 47.610 of
this subpart.

§ 47.610 Conditions of assignment.
Owners or operators of deck cargo

barges which are draft limited by the
intact stability requirements of 46 CFR
174.015 (a)(1) and (a)(2) may elect to be
assigned load lines under this subpart

in order to load to a draft correspond-
ing to the intact stability requirement
of 10 foot-degrees (46 CFR 174.015(a)(2))
while engaging in Great Lakes service
during the summer season.

§ 47.620 Load line marks.

(a) A plimsoll mark (disc and line
through center) applicable to Inter-
national service must be placed at the
draft corresponding to 15-degrees of
righting energy as calculated in fulfill-
ing the requirements of 46 CFR
174.015(a)(1).

(b) The seasonal ladder representing
summer, winter, and winter North At-
lantic seasons must be as shown in Fig-
ure 1 below.

(c) An equivalent Great Lakes sum-
mer seasonal line must be placed on
the seasonal ladder at the draft cor-
responding to 10 foot-degrees of right-
ing energy as calculated in fulfilling
the requirements of 46 CFR 174.015(a)(2)
and be marked with a (T).

(d) The fresh water mark may be
omitted by request of the owner or op-
erator.

§ 47.630 Restrictions.

(a) The mark (T) applies only to
Great Lakes service from May 1
through September 30.

(b) Notations are to be placed on the
face of the load line certificate to the
effect that:

(1) The barge must be operated in
compliance with the draft vs. cargo
vertical center of gravity tables in the
U.S. Coast Guard approved stability
letter, and

(2) The mark (T) is applicable only
for Great Lakes service from May 1
through September 30 as per 46 CFR
45.9

§ 47.640 Form of certificate.

The form of the certificate is as spec-
ified in § 42.50–5(b) of this subchapter
with the exception that the illustrated
load line marks are as shown in Figure
1 below.
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Subpart G [Reserved]
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